


Table 2
Trenton Channel Loading Evaluaton 

East Plant
Atofina Chemicals, Inc.

Riverview/Wyandotte, Michigan

________________CRITERIA ______________

Maximum Detected Resulting Modeled
Groundwater Concentration Trenton Channel Modeled Trenton  

used in Model (Cgw) Concentration (Csw) PRG Tap Water MCL Ingestion Part 201-GSI Channel
(mg/L) (mg/L) (mg/L) (mg/L) (mg/L) Concentration Exceed

Criteria?

Benzene 0.0054 1.99E-06 3.40E-04 5.00E-03 1.20E-02 NO
1,2 Dichloropropane 0.00038 1.40E-07 1.60E-04 5.00E-03 9.10E-03 NO
Ethylbenzene 0.007 2.58E-06 2.90E-03 7.00E-01 1.80E-02 NO
Trichloroethene 0.00066 2.44E-07 2.80E-05 5.00E-03 2.90E-02 NO
2,4,6-Trichlorophenol 0.009 3.32E-06 3.60E-03 5.00E-03 NO
Napthalene 0.033 1.22E-05 6.20E-03 1.30E-02 NO
Arsenic 0.12 4.43E-05 4.50E-05 1.00E-02 5.00E-02 NO
Cyanide (total) 0.042 1.55E-05 6.20E-03 5.20E-03 NO
Iron 147 5.42E-02 1.10E+01 NA NO
Lead 0.019 7.01E-06 1.50E-02 1.20E-02 NO
Manganese 2.8 1.03E-03 8.80E-01 6.00E-01 NO
2,3,7,8-TCDD (TEQ) 2.2 E-07 8.12E-11 4.50E-10 3.00E-08 1.00E-08 NO


